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Beckhoff Device Manager网页自启动关闭


	
摘  要：新出厂的Beckhoff  WES7或者WIN7控制器的Beckhoff  Device Manager页面是开机自动运行的，操作系统启动后，Beckhoff  Device Manager页面会自动打开。通过设置可以关闭Beckhoff  Device Manager页面的自启动。
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免责声明：
我们已对本文档描述的内容做测试。但是差错在所难免，无法保证绝对正确并完全满足您的使用需求。本文档的内容可能随时更新，也欢迎您提出改进建议。
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[bookmark: _Toc5786320]Beckhoff Device Manager
Beckhoff控制器支持通过web页面（Beckhoff  Device Manager工具）来设置Twincat或操作系统的相关设置，也支持通过web页面监控控制器硬件的相关状态如CPU、内存使用率等等。通过浏览器访问Beckhoff Device Manager页面的详细方法在控制器的硬件手册上可查询到。
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[bookmark: _Toc5786321]关闭Beckhoff Device Manager自启动网页
新出厂的Beckhoff  WES7或者WIN7控制器的Beckhoff  Device Manager页面是开机自动运行的，操作系统启动后，Beckhoff  Device Manager页面会自动打开。如需关闭，可参考以下步骤。
单击Security，选择Wizard，选择Next
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继续选择Next
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取消Run Beckhoff Security Wizard on next startup前的√，单击Finish完成设置。
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[bookmark: _GoBack]如果需要再次打开这个网页，可以在浏览器里面输入控制器的IP。默认
User name: Administrator
Password: 1
Example with IP address: https://169.254.136.237/config
Example with host name: https://CX-16C2B8/config
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3 BECKHOFF Device Manager

Security Wizard

You are using default credentials!
This wizard will support you to configure the security settings of your Beckhoff IPC...
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4 Change Passwords

= Your Beckhoff IP¢ delivered with default user accounts and related default passwords! It is
Weard
oo

strongly recommended to change the default passwords to prohibit unauthorized access to your
Beckhoff IPC. Please note that these passwords are valid for the access to the Beckhoff Device

& Manager, too.
. Change the default password of the administrator account to proh

unauthorized access to your Beckhoff IPC.

Local User |Administrator

passors —
T E—

Auto Logon Enabled
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3 BECKHOFF Device Manager

o Turn Security Wizard ON or OFF
Weard

Run Beckhoff Security Wizard on next startup.

[JRun Beckhoff Security Wizard on next startup.
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