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防火墙端口设置
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	摘  要：
通过命令行修改控制器的允许通过防火墙的端口
关键字：防火墙，TC/BSD
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免责声明：
我们已对本文档描述的内容做测试。但是差错在所难免，无法保证绝对正确并完全满足您的使用需求。本文档的内容可能随时更新，如有改动，恕不事先通知，也欢迎您提出改进建议。
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[bookmark: _Toc64557684][bookmark: _Toc64618841]软硬件版本
[bookmark: OLE_LINK3][bookmark: OLE_LINK4]文章测试功能所用测试环境：
控制器版本：
FreeBSD：12.1-RELEASE-p10
TC/BSD：12.1.20200928093446,1
TwinCAT：3.1.4024.10
测试电脑版本：
Windows：win10 64位。
TwinCAT：3.1.4024.10




[bookmark: _Toc64557685][bookmark: _Toc64618842][bookmark: _Toc60067884]修改防火墙端口
这里以添加路由为例，添加路由需要控制器开启48898和48899端口。下面就演示如何进行操作。
1. 打开Putty，连上控制器。
2. 在命令行输入doas ee /etc/pf.conf.d/bhf,打开编辑bhf文件。
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3. 移动光标到“pass in quick……”处，回车新加一行。将“pass in quick proto tcp to port 48898”添加进去。
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4. 按[Esc]并输入a，表示选择选项a) leave editor，随后再输入a ，选择a) save changes。
5. 在命令行中输入“doas service pf restart”，重启防火墙服务
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# WARNING this file might be automatically overwritten by system upgrad
# Add your changes to /etc/pf.conf directly or even better and an ancho
# and your custom config to /etc/pf.conf.d/, just like we did for bhf

# allow IpC Diagnostics
pass in quick proto tcp to port https

# allow ADS secure
pass in quick proto tcp to port 8016

# allow dynamic configuration for legacy ADS
anchor ads

# allow dynamic configuration for bhyve
anchor bhyve

# allow dynamic configuration for TWinCAT ADS Monitor - AMS Logger
anchor tcamslog
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