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CX7000 IP设置
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	摘  要：
CX7000使用TwinCAT/RTOS系统，无法通过远程或者连接显示器来进行修改，本文介绍CX7000如何设置IP。
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免责声明：
我们已对本文档描述的内容做测试。但是差错在所难免，无法保证绝对正确并完全满足您的使用需求。本文档的内容可能随时更新，如有改动，恕不事先通知，也欢迎您提出改进建议。
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[bookmark: _Toc152595528]软硬件版本
[bookmark: _Toc152595529]倍福Beckhoff
[bookmark: _Toc152595530]控制器硬件
CX7000 
Image ：IN-0900-0020-00-1-2023-00-0.9.88840
[bookmark: _Toc152595531]控制软件
TwinCAT 3.1 Build 4024.42
[bookmark: _Toc151477444][bookmark: _Toc152595532]设置IP方法
1.1. [bookmark: _Toc151477445][bookmark: _Toc152595533]方法1：通过BECKHOFF Device Manager设置
先通过Twincat3软件搜索IP，倍福控制器出厂默认自动获取可通过广播搜索找到控制器IP，此步骤略，如有不会请参考TwinCAT3入门教程。
[image: 图形用户界面, 应用程序

描述已自动生成]
打开网页浏览器，输入：http://169.254.71.109/config， 输入 用户名：Administrator 密码：1 点击登录，注意用户名首字母大写，当然也可以用host name的方式输入http://BTN-000t6lna/config。
[image: ]
出现BECKHOFF Device Manager页面，点击Hardware—NIC，可以看到当前IP情况，默认DHCP是开着的。
[image: 图形用户界面

描述已自动生成]
将DHCP改为Enabled后修改IP地址后，点击右上√。
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重启后验证IP已经改掉了
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1.2. [bookmark: _Toc151477446][bookmark: _Toc152595534]方法2：通过读卡器修改文件设置
将CX7000黑子盖子向上推，取出microSD卡。
[image: ]        [image: 图示

描述已自动生成]

用microSD读卡器,没上过电的卡里面内容如下图左边，上过电之后卡里会多一些文件，我们改IP的配置文件再etc文件夹下面。
[image: ]         [image: 图形用户界面, 文本, 应用程序

描述已自动生成]
etc文件夹下面的Boot.conf用记事本打开。
[image: ]
如果要改固定IP，则将DhcpEnabled =false,  Ipv4改成要设置的IP，子网掩码和网关按实际情况进行设置后保存文件即可。
[image: 文本

描述已自动生成]
1.3. [bookmark: _Toc151477447][bookmark: _Toc152595535]方法3：通过TwinCAT3程序设置
在Reference下添加Tc2_MDP库
[image: ]
调用写IP功能块，FB_MDP_NIC_Write_IP，填入IP后触发写入后完成IP设置，需要注意触发功能块后，因为IP改了，和控制器就连不上需要关闭程序重新添加路由。
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[bookmark: _Toc151477448][bookmark: _Toc152595536]其他
使用基于Windows系统的同样可以使用第1、3两种方式
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请用微信扫描二维码
通过公众号与技术支持交流

	倍福官方网站：
https://www.beckhoff.com.cn
在线帮助系统：
https://infosys.beckhoff.com/index_en.htm
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https://tr.beckhoff.com.cn/
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h This is the CX7000 boot configuration file. It is highly recommend to set all network settings within TwinCAT XAE or the website of
the device and not to edit this file by hand.

; Comments can be added in lines beginning with a semicolon. However all comments and non supported settings get lost once this file
is updated.

; Lines should not exceed 256 characters and all relevant settings should be within 1000 lines.

; If values are not set, the wrong format is used, or if the file is missing, the device will start with the default values.

; Devicename can be a string up to 63 ASCII characters. Permitted chars are 'a'-'z', 'A'-'Z', '©'-'9' and '-'. The netbios name is
derived from the first 15 characters.

; If the devicename has the four char prefix 'BTN-', the devicename will be automatically adjusted to have the eight char BTN of the
current device as suffix.

Devicename = BTN-000t6lna

; DhcpEnabled on Interface © can be true (default) or false.
0:DhcpEnabled = false

; IPv4 address on Interface © in dot decimal format. Only used if DhcpEnabled is false.
0:IPv4 = 169.254.11.22

; AutoIPv6Enabled on Interface © can be true (default) or false. If true, a link local IPv6 address is derived from the MAC.
0:AutoIPv6Enabled = true

IPv6 address on Interface © in colon hexadecimal. Short variants beginning with two colons are not supported. Only used when
AutoIPvGEnabled is false.
0:IPv6 = FE80:0000:0000:0000:0201:05FF:FE8F:6D46

Netmask on Interface @ in dot decimal format. Only used if DhcpEnabled is false or the DHCP resolve failed.
:Netmask = 255.255.0.0

© .-

Gateway IPv4 address on Interface © in dot decimal format. Only used if DhcpEnabled is false or the DHCP resolve failed.
:Gateway = 0.0.0.0

© .-
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PROGRAM MAIN
VAR
// FB MDE NIC Read : FB_MDE NIC Read;

FB_MDP_NIC Write TP : FB_MDP_NIC Write IP;

bRead: BOOL;
bWrite: BOOL;
END_VAR

FB_MDP_NIC Write_TB(
bExecute:=bWrite ,

nErrID=> );
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