1. [bookmark: OLE_LINK3][bookmark: OLE_LINK4]在64位操作系统运行PLC报以下错误VT-X extension not enabled。
[image: 9941747021395024038890]
[image: 4248959481395024038906]
答：本质上必须在bios中把VT-X选项设置为enable，因为在TC3说明书上明确提到64位系统要运行TC3，VT-X是必须要支持的。
[image: ]
当然如果一些客户自己的电脑CPU不支持VT-X，那我们也提供也一个非官方的方式解决这个问题。（当然也要提醒客户如果非要选第三方的工控机安装64位操作系统运行TC3必须看清楚他的CPU是否支持VT-X。）
1. 首先在real-time中点击set on target
[image: cid:image001.png@01CEF00C.EEF747A0]

1. [bookmark: _GoBack]之后弹出窗口，把您的windows/other（或者是shared/isolated）设置成N：1，点击set后电脑会重启
[image: cid:image002.png@01CEF00C.EEF747A0]

1. 随后再打开TwinCAT3，点击read from target，只选cpu limit为100%的打钩
[image: cid:image003.png@01CEF00C.EEF747A0]

1. 最后把您所有的TASK都分配到这个内核中，再次激活就不会报错了
[image: cid:image004.png@01CEF00D.58D2BC90]或者如下图
[image: ]
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4 Beckhoff Information System Overview
4 TwinCAT3
Notes on the documentation Depending on the installation level, TwinCAT 3 has the following system requirements:
4 Overview

TwinCAT 2 Philosophy

TwinCAT 3 XAE (Engineering)

b Naming - Windows XP with SP3 (86) or Windows 7 (x85 or x64)
4 Requirements

- Processor running at 1,6 Ghz or higher

b Installation - 2GBRAN
b Licensing
Product
b Tooox| TC3 Engineering - 3GB/res harddisk space ifVisual Studio 2010 shell not already installed
b TCoon| TC3 Base.
b Thoox| TC3 Functions

+ 500 MB free harddisk space if Visual Studio 2010 shell already installed

- Graphics adapter supporting Directx9, running at a minimum resolution of 1024x768.

TwinCAT 3 XAR (Runtime)

- xB6-based Windows operating system: Windows XP with SP3, Windows 7, Windows Embedded Standard 2009, Windows Embedded Standard 7
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TASK PlcTask. 50 ms 50 1
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Target system reports a fatal e«orl L -

2014/3/16 22:45:24 926 ms | TwinCAT System’ (10000): Sending
Y ams command > > Initd\RTime: Start Interrupt: Ticker started >
AdsWarning: 4120 (0x1018, RTIME: enter real-time mode fail
Intel VT extension not enabled (in Bios)) << failed!
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@ Error starting TwinCAT system!
Inité\RTime: Start Interrupt: Ticker started > » AdsWarning: 4120

(0x1018, RTIME: enter real-time mode fails: Intel VT-x extension
not enabled (in Bios))

For further information start the event viewer and open the
application log.





