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	摘  要：
本文用于倍福CP触控控制面板选型的参考手册。
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1. [bookmark: _Toc216790191]前言
由于触控控制面板种类众多，在选型的时候会遇到各种各样的问题，包括通讯方式是CP-Link还是DVI，带按钮的和还是带数字键盘，单点触控还是多点触控等等信息。一不小心就会选错，出错的大部分问题是少配件，接口不匹配等。鉴于此，特意编写此选型说明手册用以辅助选型，文中难免有差错，如有不确定的问题点最终以产品经理说明为准。
2. [bookmark: _Toc216790192]名词解释
[bookmark: _Toc216790193]2.1. CP-Link 和 DVI/USB
CP-Link和DVI/USB都是用于连接触控控制面板和工控机之间的连接线，一个重要的指标传输距离，DVI/USB的最大传输距离是50m，而CP-Link的最大传输距离扩展到了100m。同时选型时候需要注意不是所有触控控制面板都支持CP-Link的，随着技术的迭代现在已经发展到CP-Link 4。
特别注意的是CP-Link 4 是倍福公司（Beckhoff）开发的一种技术，用于工业环境中控制面板与工业 PC 之间的连接，并且有两种类型的连接方式：单电缆显示器连接和双电缆显示器连接。在单电缆的连接方式中，甚至不需要给面板供电。长距离传输视频信号和简单的单电缆布线是CP-Link4的技术卖点。具体的连接方式和选型后面会详细说明。
[bookmark: _Toc216790194]2.2. 单点触控和多点触控
单点触控和多点触控这个很好理解，单点触控触摸屏只能同时识别一个触控点的操作。这意味着用户只能用一个手指进行点击、滑动等操作，如果同时使用多个手指，则触摸屏通常只能识别其中的一个接触点或导致误操作。多点触控允许触摸屏同时识别两个或更多触控点。这使得更复杂的触摸手势成为可能，比如缩放（用两个手指放大或缩小屏幕上的内容）、旋转（用两个手指旋转图片）以及多种自定义的手势控制。
3. [bookmark: _Toc216790195]控制面板的分类
分类按照官方网站列出的分类进行说明。
[bookmark: _Toc216790196]3.1. 多点触控控制面板
多点触控控制面板包括CP2xxx和CP3xxx，CP2和CP3之间的区别在于是控制柜安装还是悬臂安装。上面所提到的CP-Link方式的连接也是只有多点触控控制面板才支持，在型号上有所体现。同时CP2xxx和CP3xxx支持客户定制化按钮，并且是1台起订，后面章节会详细介绍用户的定制化。
[image: ]
CP2xxx是控制器安装也就是在某个机柜上掏孔并安装上面板，这种安装方式前面是IP65防护等级，后面是IP20的防护等级。
[image: 墙上的电视

AI 生成的内容可能不正确。]
CP3xxx是通过悬臂进行安装，这种安装方式整体都是IP65的防护等级，悬臂需额外订购，悬臂向上还是向下是从附件型号中确认，此处不详细讨论说明，如有需要后面再更新；
[image: ]
在悬臂安装的CP3xxx的类型中，又专门推出了2款为CNC案例使用的产品，当然这并不局限于CNC使用。CP39xx-150x和CP39xx-151x的主要区别是按钮不同，并且CP39xx-151x的一个亮点是可以选择触控控制面板一侧可以有LED状态指示灯。
[image: ]
CP39xx-150x 按照连接方式和悬臂连接方向的不同直接划分了4个不同的型号。
[image: ]
[image: ]
CP39xx-150x 按照连接方式和有无侧面LED的不同划分了不同的型号，
[image: ]
[image: 电子设备

AI 生成的内容可能不正确。]
[bookmark: _Toc216790197]3.2. 新一代多点触控控制面板
新一代多点触控控制面板型号是CP49xxx和CP59xxx类型，但是这一款触控控制面板目前还没有上市，只是在宣传阶段，按照传统的定义分为固定安装和悬臂安装两种，后面推出了在做更新。
[image: ]
[bookmark: _Toc216790198]3.3. 单点触控控制面板
单点触控控制面板包括CP69xx和CP79xx系类，单点触控控制面板采用的电阻屏，以满足工业领域对机械稳定性、恶劣环境条件、精确操作等要求，同时单点触控控制面板与主控制器之间的连接为DVI/USB方式，最大的传输距离为50m。
[image: ]
同样的CP69xx面板为控制柜安装，需要在某控制柜挖孔进行安装，前面的防护等级为IP65，后面的防护等级为IP20。
[image: 图形用户界面

AI 生成的内容可能不正确。]
CP79xx的面板可以理解为悬臂安装或者其他的安装方式，用户可以自行设计，倍福提供的是安装螺孔，如下图。这样便提供了IP65的防护等级。
[image: ]
在单点触控控制面板中，还提供了更为经济型的两款面板CP6900和CP6906，这两款尺寸分别是10.1-inch 和 7-inch，价格更为低廉。同样是也是采用DVI/USB传输信号，最大可达50m传输距离。这两款面板为控制柜安装，需要注意的一点是前面的防护等级为IP54，后面同样为IP20。
[image: ]
[image: ]
另外的两款CP6900-1400和CP6906-1400是上述两款经济型面板的升级版，采用的不锈钢的材质，同样为控制柜安装，但是这两款前面的防护等级升级为了IP65，后面是IP20。尺寸同样是10.1-inch 和 7-inch。
[image: ]
[image: ]
[bookmark: _Toc216790199]3.4. 防爆控制面板
防爆控制面板型号是CPX29xx和CPX39xx，可以理解为是CP29xx和CP39xx的升级版本，同样是多点触控的面板，防爆面板是可以用在2/22区危险区域使用的触控控制面板。
控制柜安装的CPX29xx，前面防护等级为IP65，后面为IP20 ，连接方式就只有DVI/USB方式。
[image: ]
[image: ]
CPX39xx为悬臂安装方式，防护等级也就全面为IP65，与主控制器连接方式也只有一种，为CP-Link4方式。
[image: ]
[image: ]
[bookmark: _Toc216790200]3.5. 不锈钢控制面板
CP39xx-14xx 和 CP79xx-1400 系列不锈钢外壳控制面板是可以满足严格的卫生安全要求，特别是医药、食品及包装行业领域。不锈钢控制面板的有CP-Link连接和DVI/USB连接，同时也有电容屏和电阻屏，可以自由选择。
[image: ]
由于不锈钢控制面板种类较少，并且型号固定。可以直接参照网页进行选择即可。只有CP39xx、CP7901、CP7902、CP7903这几类，直接根据官网上面的图片便可区分出差别，进行型号确认即可。
4. [bookmark: _Toc216790201]要点说明
[bookmark: _Toc216790202]4.1. 连接方式
上文说过，触控控制面板和控制器之间通讯再用两种方式分别是CP-Link 和 DVI/USB，下面详细说明这两种连接的选型和注意事项。
[bookmark: _Toc216790203]4.1.1. DVI/USB方式
单点触控和多点触控都支持采用这种方式进行连接，这种连接方式详细的说可以分为两种：DVI/USB适用于 PC 和控制面板之间的距离最远 5 米，DVI/USB-Extended适用于距离最远 50 米。Extened扩展主要是针对USB线来说的，因为超过5m的距离USB信号就会衰减严重，此时就增加了一个CU8801的盒子将USB信号通过RJ45网线进行传递。
因为这种方式连接主要就包括DVI和USB两根线，要想搞清楚这两根线都有哪些种类，首先我们需要先了解控制器和触控控制面板的接口都有哪些。
对于DVI而言，接口形式有两种，分别是IP65防护等级的圆形接口，和IP20防护等级的梯形接口。CP39xx和CP79xx为圆形的DVI接口，CP29xx、CPX29xx和CP69xx为梯形的传统DVI接口。另外并不是所有控制器都是带有DVI接口的，有一些紧凑型IPC只有DP接口，所以在选型时候需要注意视频线的接口。
USB线就没有太多说法，都是支持的。
[image: ]
下面以CP69xx手册上的选型举例来说，上面的K560、K513、K515属于直连的方式，最下面K777、K778、K779是属于DP转DVI的视频线，其他的属于采用CU8801套件转接的方式。在套件中说明也可以看出同样是用于CP29xx和CPX29xx。
[image: ]
不同类型的触控控制面板也有着少许的差异，比如下面CP29的手册中，对于直连的方式由于USB接口的类型不同线缆的型号也是有差异的，这是需要注意的。对于CU8801套件的就是一样的型号了。
[image: 文本

AI 生成的内容可能不正确。]
对于圆形DVI的CP39xx和CP79xx触控控制面板而言，倍福提供梯形的DVI转圆形DVI的线缆长度可选项是比较少的，并且在手册中没有说明，实际附件中可以找到，参照下面的图片进行选型，或者使用CU8801套件方式连接，也可以使用CP-Link进行连接，根据自己的情况进行选择。
[image: 文本, 日程表

AI 生成的内容可能不正确。]
[image: ]
CU8801的连接方式如下图所示，DVI线缆并没有指示出来。
[image: ]
[bookmark: _Toc216790204]4.1.2. CP-Link 方式
CP-Link是倍福专为视频传输开发的技术，CP-Link连接第一要素是触控控制面板是需要支持CP-Link，也就是触控控制面板上有CP-Link的接口。这一点在上面进行说明过，这个在型号上可以体现。支持CP-Link的产品系列主要包括CP29xx、CP39xx、CPX39xx和部分不锈钢触控控制面板。
对于带有CP-Link接口的控制器（或增加了C9900-E276选件）来说，直接使用RJ45 Cat.6A网线连接控制器和触控控制面板，同时在给触控控制面板接入24V即可，此方式是两线的方案。
[image: ]
[image: ]
对于不带有CP-Link的控制器来说，可以通过CU8802和CU8803进行连接，使用CU8802连接是2线的连接方案，触控控制面板连接CP-Link线缆的同时还需要外部接入24V。CU8803是单线的连接方案，也就是触控控制面板仅连接一个CP-Link线缆即可。同时8802和8803也有DVI-to-DVI和DP-to-DVI两种。
[image: ]
[image: 图示

AI 生成的内容可能不正确。]
使用CU8803进行连接时候，需要特别注意，不可以在对触控控制面板接入24V的电源线。
[image: 图片包含 图示

AI 生成的内容可能不正确。]
CP-Link线缆为标准的RJ45 CAT.6网线，倍福提供相应的线缆，CP29xx-0010的线缆两头都是RJ45接口。CP39xx-0010的线缆则是Cu880x端为RJ45，触控控制面板端为圆形接口，按照不同的型号的触控控制面板和是否柔性电缆进行选择。具体型号如下：
[image: ]
[bookmark: _Toc393663173][bookmark: _Toc216790205]4.2. CP29xx和CP39xx的按钮选项
对于CP29xx和CP39xx的多点触控控制面板是可以进行扩展按钮的，比如增加急停按钮、指示灯、带灯按钮等等，扩展型号为C9900-G0xx。
[bookmark: _Toc216790206]4.2.1. 标准的扩展
标准扩展中，系统提供的按钮只能是选项中展示的，对于不同的触控控制面板提供不同的型号。具体型号如下：
C9900-G00x是CP2xxx的扩展；
C9900-G02x是CP39xx的扩展；
C9900-G05x是CP39xx的向下延申扩展；
C9900-G07x是7-inch 和10.1-inch 触控控制面板的扩展；
具体信息查看相应的详细介绍即可。
[image: 图形用户界面, 文本, 应用程序, 电子邮件

AI 生成的内容可能不正确。]
[bookmark: _Toc216790207]4.2.2. 定制化扩展
如果上面的按钮不能满足使用，我们还提供定制化的服务，也就是用户客户自定义按钮，包括按钮的形式、按钮的颜色、是否带标牌等内容，这个定制是可以一台起订的，用户首先按照自己的需要进行配置，随后产生一个专有的订货号，随后联系销售人员进行订货即可；
1、 进行定制化的网站是Beckhoff - Configurator，首先需要注册一个账号，用以生成并接收定制化的型号。
[image: ]
2、 在Choose type页面选择是CP2xxx还是CP3xxx。
[image: 图形用户界面, 应用程序

AI 生成的内容可能不正确。]
3、 Choose size页面用来选择屏幕的大小，按照自己的需要进行选择即可；
[image: ]
4、 在Push-button query 处，首先选择接线方式，此处建议都选第一个USB and directly wireable方式，也就是两种方式都可以。
[image: ]
5、 最后页面会显示出所选的面板图片，随后便是对按钮的配置，对于不同大小的触摸屏是提供不同数量的按钮孔，孔的数量是不允许定义的，如果选择对应的孔洞不配置的话，系统会默认拿孔塞填充。
[image: ]
6、 接下来按照顺序，进行每个按钮的选择。可以看到一共有8中选项，分别是钥匙开关、选择器开关、带灯按钮、打印的发光按钮、指示灯、盲孔堵头、USB端口和13.56Mhz的RFID，USB端口和RFID只能安装在面板的最后的一个孔位，其余孔位可以自由配置。
7、 内部选项就主要就是自锁（Latching）或非自锁（Momentary）、2位或3位、带或不带标签（tag holder）、颜色等信息进行选择和确认。
[image: ]
8、 按照配置方式，配置好每个孔位的硬件，最后得到如下面的效果展示：
[image: 银色的电脑屏幕

AI 生成的内容可能不正确。]
9、 确认好信息后，点击“Completeconfiguration”按钮完成配置信息。
[image: 图形用户界面, 文本, 应用程序, 电子邮件

AI 生成的内容可能不正确。]
10、 按照提前注册的账户信息，输入账户名和密码，这样便产生一个定制化的型号。同时注册的邮箱也会收到一封邮件，告知定制的触控控制面板的型号和样式。
[image: 图片包含 文本

AI 生成的内容可能不正确。]
11、 至此，完成了主控面板的定制化，在选好CP面板后加上生成的定制信息即可完成采购订货。如果系统上没有价格，可以联系产品经理进行价格录入。
[bookmark: _Toc216790208]4.3. CP69xx和CP79xx的按钮选项
[bookmark: _Toc216790209]4.3.1. 通过选件扩展
CP69xx和CP79xx的选件按钮只有一种，C9900-G07x，这个选件是用来扩展7-inch和10-inch经济型面板的。这里不仅包含触控控制面板还包括面板PC，7 inches (CP6606, CP6706 and C6906) and 10.1 inches (CP6600, CP6700 and CP6900)。
[image: 文本

AI 生成的内容可能不正确。]
[bookmark: _Toc216790210]4.3.2. 通过型号扩展
CP69xx和CP79xx外围的按键主要是通过型号的不同来区分，下面以CP79xx的15寸触控控制面板为例进行说明，可以发现15寸的触控控制面板有着14种型号。
这14种型号，主要包含without keys（无按键）、touch screen（触摸屏）、USB A socket in the front（前面板USB口）、function keys（功能按键）、numeric keyboard（数字按键）、touch pad（触控板）、alphanumeric keyboard（字母按键）和PLC keys on the sides（侧面PLC按键）这8个关键词，其实其他尺寸也是同样的有着这其中的一些关键词。
下面只需要知道这些按键都是什么样子便可对照选型即可。
[image: ]
1、 Without keys
[image: ]
2、  without keys, USB A socket in the front
[image: ]
3、 function keys
[image: 图片包含 图形用户界面

AI 生成的内容可能不正确。]
4、 numeric keyboard
其中numeric keyboard, touch pad没有找到详细的图片信息，但是实际上应该就是右下角有一小块触控板区域。touch pad都是存在于面板的右下角。
[image: 图片包含 图形用户界面

AI 生成的内容可能不正确。]
5、 alphanumeric keyboard
[image: ]
6、 alphanumeric keyboard, PLC keys on the sides
[image: 电脑键盘

AI 生成的内容可能不正确。]
[bookmark: _Toc216790211]4.4. 其他附件
除了上述触控控制面板的附件，还有一些其他的附件可供选择。
[bookmark: _Toc216790212]4.4.1. 触控笔
在一些恶劣的操作环境中，操作人员手指上会存在油污、沙砾等情况。这种情况下，触控笔显然会更加实用。触控笔放在固定在控制面板或面板PC机上的支架中。笔和笔架之间有一根连接线，可以随时拿笔。
[image: ]
[image: 电子设备

AI 生成的内容可能不正确。]
[bookmark: _Toc216790213]4.4.2. DVI倍增器
用于视频信号的多个显示器显示。型号分别是CU8815和CU8810-0010，分别是用于直接扩展的，和通过CU8801组件扩展的。下图位通过组件扩展的带有USB信号的。
[image: 电子仪器

AI 生成的内容可能不正确。]
[bookmark: _Toc216790214]4.4.3. 触控控制面板保护膜
可以选择触控控制面板出厂贴膜的服务，具体型号如下。
[image: 表格

AI 生成的内容可能不正确。]
[bookmark: _Toc216790215]4.4.4. 悬臂安装组件
还有一些悬臂安装组件，C9900-Mxxx系列产品。可以根据网站上的图片进行选择即可。下图截取部分产品，详细更多产品见官网。
[image: 图形用户界面, 文本, 应用程序, 电子邮件

AI 生成的内容可能不正确。]
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Product var

nts Transmission technology
CP29xx-0010 CP-Link 4

CP29xx-0000 DVI/USB Extended
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2

CP29xx | Multi-touch built-in Control Panel
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CP39xx | Multi-touch Control Panel
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Product variants

CP39xx-0010 CP-Link 4. standard from top or bottom
CP39xx-0000 DVI/USB Extended standard from top or bottom
CP39Xx-150x CP-Link 4 or DVI/USB-Extended  Industry-specific from top or bottom

CP39XX-151X CP-Link 4 or DVI/USB-Extended  Industry-specific _from top or bottom
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Product variants

CP3921-1500-0010 CP-Link 4. Industry-specific from bottom

CP3921-1500-0000 DVI/USB Extended Industry-specific from bottom

CP-Link 4 Industry-specific from top.

CP3921-1502-0000 DVI/USB Extended Industry-specific fromtop
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CP3921-1500-00xx | CNC multi-touch Control Panel in a special CNC function design with mounting arm from bottom
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Product variants

CP3921-1512-0010 CP-Link 4. Industry-specific from top or bottom mounted on the side
CP3921-1512-0000 DVI/USB Extended Industry-specific from top or bottom mounted on the side
CP3921-1513-0010 CP-Link 4. Industry-specific from top or bottom -

CP3921-1513-0000 DVI/USB Extended Industry-specific from top or bottom -
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CP3921-1512-00xx | CNC multi-touch Control Panel in a special CNC function design with LED status bar
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CP49xx | Next multi-touch built-in Control Panel CP59xx | Next multi-touch Control Panel
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Product var

nts Transmission technology

CP79xx-3000¢-0010 DVI/USB Extended 2.0
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CP69xx | Economy built-in Control Panel with DVI/USB Extended interface
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CP79xx | Economy Control Panel with DVI/USB Extended interface
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Product variants Transmission technology

CP6900-0001-0010 DVI/USB Extended 2.0

CP6906-0001-0010 DVI/USB Extended 2.0
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CP6900-0001-0010 | Economy built-in Control Panel with DVI/USB Extended interface
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Transmission technology

DVI/USB Extended 2.0

CP6906-1400-0010 DVI/USB Extended 2.0
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(CP6900-1400, CP6906-1400 | Stainless steel economy built-in Control Panel with DVI/USB Extended interface
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Product var

nts Transmission technology

CPX29xx-0000 DVI/USB Extended
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CPX29xx-0000 | Multi-touch built-in Control Panel with DVI/USB Extended interface
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Product var

nts Transmission technology

CPX39xx-0010 CP-Link 4.
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CPX39xx | Multi-touch Control Panel with CP-Link 4 - The One Cable Display Link
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Table 10: CP69xx connection kits

|Connection kits

[Description

IC9900-K560

1 m connection kit for CP69xx, consisting of:
DVI cable 1 m, USB cable 1 m

IC9900-K513

3 m connection kit for CP69xx, consisting of:
IDVI cable 3 m, USB cable 3 m

IC9900-K515

5 m connection kit for CP69xx, consisting of:
DVI cable 5 m, USB cable 5 m

IC9900-K625

10 m connection kit for CP29xx-0000, CPX29xx-0000 and CP69xx-00c-0010
consisting of:
10 m DVI cable, 10 m Cat.5 cable for USB-E-2.0, CU8B01 USB-to-USB-E-2.0

converter for DIN rail mounting next to the PC and 1 m USB cable for connecting the
|USB-to-USB-E-2.0 converter to the PC

IC9900-K626

20 m connection kit for CP29xx-0000, CPX29xx-0000 and CP69xx-xxxx-0010
consisting of:
20 m DVI cable, 20 m Cat.5 cable for USB-E-2.0, CU8801 USB-to-USB-E-2.0

converter for DIN rail mounting next to the PC and 1 m USB cable for connecting the
|USB-to-USB-E-2.0 converter to the PC

IC9900-K627

30 m connection kit for CP29xx-0000, CPX29xx-0000 and CP69xx-xxxx-0010
consisting of:
30 m DVI cable, 30 m Cat.5 cable for USB-E-2.0, CU8801 USB-to-USB-E-2.0

converter for DIN rail mounting next to the PC and 1 m USB cable for connecting the
|USB-to-USB-E-2.0 converter to the PC

IC9900-K628

[40 m connection kit for CP29xx-0000, CPX29xx-0000 and CP§9xx-00c-0010
consisting of:
140 m DVI cable, 40 m Cat.5 cable for USB-E-2.0, CU8B01 USB-to-USB-E-2.0

converter for DIN rail mounting next to the PC and 1 m USB cable for connecting the
|USB-to-USB-E-2.0 converter to the PC

IC9900-K629

50 m connection kit for CP29xx-0000, CPX29xx-0000 and CP69xx-xxxx-0010
consisting of:
50 m DVI cable, 50 m Cat.5 cable for USB-E-2.0, USB-to-USB-E-2.0 converter

ICU8801 for DIN rail mounting next to the PC and 1 m USB cable for connecting the
|USB-to-USB-E-2.0 converter to the PC

IC9900-K777

1 m connection kit for CP69xx, consisting of:
1 m DisplayPort to DVI cable, 1 m USB cable

IC9900-K778

'3 m connection kit for CP69xx, consisting of:
|3 m DisplayPort to DVI cable, 3 m USB cable

IC9900-K779

5 m connection kit for CP69xx, consisting of:

|5 m DisplayPort to DVI cable, 5 m USB cable
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Table 13: CP29xx-0000 connection kits

\Connection kits  |Description

(C9900-K622 1 m connection kit for CP29xx-0000, consisting of:
1 m DVI cable, 1 m USB 3.0 cable

(C9900-K623 3 m connection kit for CP29xx-0000, consisting of:
3 m DVI cable, 3 m USB 3.0 cable

(C9900-K624 5 m connection kit for CP29xx-0000, consisting of:
5 m DVI cable, 5 m USB 2.0 cable

(C9900-K686 7.5 m connection kit for CP29xx-0000, consisting of:

7.5 m DVI cable, 7.5 m CAT-5 cable for USB-E-2.0, CU8801 USB-to-USB-E-2.0

converter for DIN rail mounting next to the PC and 1 m USB cable for connecting the
USB-to-USB-E-2.0 converter to the PC

(C9900-K625 10 m connection kit for CP29xx-0000, consisting of:

10 m DVI cable, 10 m CAT-5 cable for USB-E-2.0, CU8801 USB-to-USB-E-2.0
converter for DIN rail mounting next to the PC and 1 m USB cable for connecting the
USB-to-USB-E-2.0 converter to the PC
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€9900-K569,-K570,K577 | USB cable, shielded, PVC, 2 x 2 x AWG28 + 1 x 2 AWG28 +
1x 2 x AWG24, fixed installation, black

Cable type: USB cable
Ordering information: USB cable, shielded, PVC, 2 x 2 X AWG28 + 1 x 2 AWG28 + 1 x 2 x AWG24, fixed
installation, black, USB A, plug, straight, male, 9-pin - USB B, plug, straight, male, 9-pin

Learn more —

€9900-K579...K583,-K595 | Display cable, shielded, PVC, fixed installation, black
Cable type: Display cable

Ordering information: Display cable, shielded, PVC, fixed installation, black, DVI-D, plug, straight, male, 18 + 1-
pin - M16, plug, straight, female, 19-pin

Learn more -
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€9900-K630

€9900-K631

€9900-K632

€9900-K633

€9900-K634

€9900-K635

€9900-K636

Connecting kit for CP39x+-0000 and CP79x¢-x0x-0010 including C3900-K507 DVI cable, C9900-K641 USB Extended 2.0 cable, CU8801-0000 USB
extension, C3900-K554 USB 2.0 cable (1.00 m) ~3.00m

Connecting kit for CP39x+-0000 and CP79xx-xxxx-0010 including C9900-K555 DVI cable, C9900-K642 USB Extended 2.0 cable, CU8801-0000 USB.
extension, C3900-K554 USB 2.0 cable (1.00 m) ~5.00m

Connecting kit for CP39x+-0000 and CP79x¢-xx-0010 including C3900-K579 DVI cable, C9900-K643 USB Extended 2.0 cable, CU8801-0000 USB
extension, C3900-K554 USB 2.0 cable (1.00 m) - 10.00m

Connecting kit for CP39x+-0000 and CP79x¢-xx-0010 including C3900-K580 DVI cable, C9900-K644 USB Extended 2.0 cable, CU8801-0000 USB
extension, C3900-K554 USB 2.0 cable (1.00 m) - 20.00m

Connecting kit for CP39x+-0000 and CP79x¢-x0x-0010 including C3900-K581 DVI cable, C9900-K645 USB Extended 2.0 cable, CU8801-0000 USB
extension, C3900-K554 USB 2.0 cable (1.00 m) - 30.00m

Connecting kit for CP39x+-0000 and CP79x¢-xx-0010 including C3900-K582 DV cable, C9900-K646 USB Extended 2.0 cable, CU8801-0000 USB
extension, C3900-K554 USB 2.0 cable (1.00 m) - 40.00 m

Connecting kit for CP39x+-0000 and CP79x¢-xx-0010 including C3900-K583 DVI cable, C9900-K647 USB Extended 2.0 cable, CU8801-0000 USB
extension, C3900-K554 USB 2.0 cable (1.00 m) - 50.00 m
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USB Host

CUB801-Box

‘extension cable (CAT 5 cable)

=

CP29xx/ CP39xx

= USB cable (standard cable)
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24V

|

€6032 with CP-Link 4 module

CP-Link 4 (100 m)

24V

—

CP29xx-0010
CP39xx-0010

Fig. 12: CP-Link 4
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CU8802-0000: DVI-to-DVI cable included in the box
CU8802-0001: DisplayPort to DVI cable included with box
CU8803-0000: DVI-to-DVI cable included in the box
CU8803-0001: DisplayPort to DVI cable included with box
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€6032 with PCle

compact module for
CP-Link 4 CP29xx-0010
CP39xx-0010

24V
CP-Link 4 (100 m)

DVIlUSB

CU8802-000x

DP to DVI CP-Link 4 (100 m)

DvIiUsSB

CP-Link 4 (100 m)
DVIUSB

Fig. 13: CP-Link 4, CU8802
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©6032 with PCle
compact module for
CP-Link 4

24V

CP-Link 4 (100 m)
DVIUSB

CU8803-000x

DP to DVI

DP to DVI

Fig. 14: CP-Link 4, CU8803

CP-Link 4 (100 m)
DVI/USB/24 V

CP-Link 4 (100 m)
DVI/USB/24 V

l

CP29xx-0010
CP39xx-0010

24V
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€9900-K652...K666,-K761 | CP-Link 4 cable, shielded, PVC, 4 x 2 x AWG23/7, fixed
installation, black, Cat.6A
Cable type: CP-Link 4 cable

Ordering information: CP-Link 4 cable, shielded, PVC, 4 x 2 x AWG23/7, fixed installation, black, Cat.6A, RJ45,
plug, straight, male, P20, 8-pin - M12, X-coded, straight, plug, male, IP67, 8-pin

Learn more >

€9900-K671...K682 | CP-Link 4 cable, shielded, PVC, 4 x 2 x AWG23/7, fixed installation,
black, Cat.6A

Cable type: CP-Link 4 cable
Ordering information: CP-Link 4 cable, shielded, PVC, 4 x 2 x AWG23/7, fixed installation, black, Cat.6A, RJ45,
plug, straight, male, 1P20, 8-pin - R45, plug, straight, male, 1P20, 8-pin

Learn more >

€9900-K704...K712,-K724,-K726...-K728,-K773,-K789 | CP-Link 4 cable, shielded, PUR,
4x2xAWG24/7, drag-chain suitable, black, Cat.6A
Cable type: CP-Link 4 cable

Ordering information: CP-Link 4 cable, shielded, PUR, 4 x 2 x AWG24/7, drag-chain suitable, black, Cat.6A, RJ45,
plug, straight, male, P20, 4-pin - M12, X-coded, plug, straight, male, IP67, 8-pin

Learn more >

€9900-K713...K721,-K725,-K729,-K746 | CP-Link 4 cable, shielded, PUR,
4x2xAWG24/7, drag-chain suitable, black, Cat.6A

Cable type: CP-Link 4 cable
Ordering information: CP-Link 4 cable, shielded, PUR, 4 x 2 x AWG24/7, drag-chain suitable, black, Cat.64, RJ45,
plug, straight, IP20, 4-pin - RI45, plug, straight, IP20, 8-pin
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CP37xx-1600

€9900-G0O0x | Push-button extension for built-in CP2xxx multi-touch panels
Type: Push-button extension for built-in multi-touch panels

Learn more -

€9900-G02x | Push-button extension for CP39xx multi-touch panels with mounting arm
Type: Push-button extension for multi-touch panels with mounting arm

Learn more -

€9900-G05x | Compact push-button extension for landscape multi-touch CP39xx
Control Panels and CP32xx-1600 and CP37xx-1600 Panel PCs

Type: Compact push-button extension for multi-touch panels with mounting arm

Learn more -
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Generated option number :

° Panel type 2 Panelsize 3 Wiring 4 Insertkey

[ Choosetype v G cChoosesize v tfr  push-button query v
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Generated option number:

1 Paneltype ° Panel size 3 Wiring 4 Insertkey

[ Choosetype v 3 Choosesize v r  push-button query v
Summary

[2)  Pael: CP2uxxLandscape @ CP2xxx Landscape ()

(CP39xx Landscape D M
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Generated option number:

1 Panel type ° Panel size 3 Wiring 4 Insertkey

[ Choosetype v 3 Choosesize v r  push-button query v
Summary
[ Panel: CP39xx Landscape 12-inch display 800 x 600
() 15-inch display 1024 x 768

) 15.6-inch display 1366 x 768
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Generated option number:

1 Panel type 2 Panelsize e Wiring 4 Insertkey

[ choosetype v 3 Choosesize v lll Push-button query v

Summary

2]  Panel: CP2xxx Landscape ) USB and directly wireable

) size: 15.6-nch display
() Directly wireable
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Generated option number|

1 Panel type 2 Panelsize 3 Wiring

[ choose type 3 Choose size '-]-' Push-button query

BECKROIAF

After completion of the configuration, not configured slots are provided with blind plugs.

Summary
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Key switch

Selector switch

Tlluminated push-button

printed

Indicator light

Blind plug
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Summary

Panel: CP39xx Landscape

Size: 15.6-inch display

Push-button query: USB and directly wireable

Type: Key switch, Number of positions: 3, Contact function: Latching, Key removal position: +1+0+2, Rotating angle: 2x90°, Labeling: with tag holder,
Wiring: 2x Software

Type: Selector switch, Number of positions: 3, Contact function: Momentary, Rotating angle: 2x40°, Labeling: with tag holder, Wiring: 2x Software
Type: Illuminated push-button, Contact function: Momentary, Color: green, Labeling: with tag holder

Type: Illuminated push-button printed, Contact function: Momentary, Color: clear, Imprint: Start, Labeling: with tag holder

Type: Illuminated push-button, Contact function: Latching, Color: yellow, Labeling: with tag holder

Type: Indicator light, Color: red, Labeling: with tag holder

Type: Blind plug, Color: black

I
@0 00000 O = [0

Type: RFID 13.56 Mhz, RFID 13.56 Mhz: RFID reader Mifare, data sheet, C9900-Z329 test card can be ordered optionally

m Complete configuration
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o Type: RFID 13.56 Mhz, RFID 13.56 Mhz: RFID reader Mifare, data sheet, C9900-Z329 test card can be ordered optionally

Option number:

€9900-G024-0364

m Complete configur:
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€9900-G07x | Push-button extension for 7- and 10.1-inch Economy built-in panels
- Type: Push-button extension for 7- and 10.1-inch Economy built-in panels

- Learn more -
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CP7902-0000-0010

CP7902-0001-0010

CP7902-0020-0010

CP7902-0021-0010

CP7912-0000-0010

CP7912-0001-0010

CP7922-0000-0010

(CP7922-0001-0010

CP7922-0002-0010

CP7932-0000-0010

CP7932-0001-0010

(CP7932-0002-0010

CP7942-0000-0010

CP7942-0001-0010

15-inch display 1024 x 768, without keys

15-inch display 1024 x 768, without keys, touch screen

15-inch display 1024 x 768, without keys, USB A socket in the front
15-inch display 1024 x 768, without keys, USB A socket in the front, touch screen
15-inch display 1024 x 768, function keys

15-inch display 1024 x 768, function keys, touch screen

15-inch display 1024 x 768, numeric keyboard

15-inch display 1024 x 768, numeric keyboard, touch screen

15-inch display 1024 x 768, numeric keyboard, touch pad

15-inch display 1024 x 768, alphanumeric keyboard

15-inch display 1024 x 768, alphanumeric keyboard, touch screen

15-inch display 1024 x 768, alphanumeric keyboard, touch pad

15-inch display 1024 x 768, alphanumeric keyboard, PLC keys on the sides

15-inch display 1024 x 768, alphanumeric keyboard, PLC keys on the sides, touch screen
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€9900-T900 touch screen pen with holder for Control Panel and Panel PCs CP7xxx

€9900-T902 touch screen pen with wall holder for built-in Control Panel and Panel PCs CPéxxx and C3xxx
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€9900-1217 Protection film for 7-inch displays, mounted ex factory
€9900-1218 Protection film for 12-inch displays, mounted ex factory
€9900-T237 Protection film for 12.1-inch 16:10 displays, mounted ex factory
€9900-T219 Protection film for 15-inch displays, mounted ex factory
(9900-1220 Protection film for 15.6-inch displays, mounted ex factory
€9900-T221 Protection film for 18.5-inch displays, mounted ex factory
€9900-T222 Protection film for 19-inch displays, mounted ex factory
€9900-T223 Protection film for 21.5-inch displays, mounted ex factory
€9900-T224 Protection film for 24-inch displays, mounted ex factory
€9900-T225 Protection film for 7-inch displays

€9900-T226 Protection film for 12-inch 4:3 displays

€9900-T238 Protection film for 12.1-inch 16:10 displays

€9900-T227 Protection film for 15-inch displays

€9900-T228 Protection film for 15.6-inch displays

€9900-T229 Protection film for 18.5-inch displays

€9900-T230 Protection film for 19-inch displays

€9900-T231 Protection film for 21.5-inch displays

€9900-T232 Protection film for 24-inch displays

Afitted protection film delays water detection on the touch screen.
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€9900-M419 | Toolboard for keyboard or tools without integrated USB socket
Type: Keyboard shelf for CP3xxx multi-touch Control Panels and Panel PCs

Learn more -

€9900-M423 | Keyboard and mouse shelf with integrated 2-port USB socket
Type: Keyboard shelf for CP3xxx multi-touch Control Panels and Panel PCs

Learn more -

€9900-M76x | Mounting arm adapter for Panel PCs and Control Panels
Type: Mounting arm adapter Protection rating: 1P40

Learn more -
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